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NOTES:

-

NO. 8 DOUBLE CROSSOVER END FROG — COMPLETE 2.
BILL OF MATERIAL R
3/4"=1"-0
QUANTITY | DESCRIPTION 1 o 1T
2 EACH MANGANESE STEEL INSERT END FROG WITH LEVEL GUARDS FOR 14'—18'—20 3.
CROSSING ANGLE, COMPLETE (PER AREMA STANDARD PLAN NO. 750—81 AND
761—83) AND MODIFIED AS INDICATED PLATE DETAILS
2 EACH MANGANESE STEEL INSERT CENTER FROG WITH LEVEL GUARDS FOR 14'—18'—20"
CROSSING ANGLE, COMPLETE (PER AREMA STANDARD PLAN NO. 750—81 AND PLATE LENGTH WIDTH 4.
761-83) 8D1G 3'-8" 8” 5.
2 EACH SPECIAL PLATES 8D1 THRU 8D5, COMPLETE 8D36 3-8" 8"
2 PER FROG | BONDED FROG INSERTS 8D5G 4'-9” 8" 6.
48 BOLTLESS ADJUSTABLE BRACE WITH LEFT HAND PANDROL CLIPS 2056 8D6G 2'—9” 8"

RAIL AND COMPONENTS SHALL CONFORM TO 115 RE RAIL SECTION.

RAIL DRILLINGS, BAR PUNCHINGS, OVAL NECK TRACK BOLTS
AND TRACK BOLT NUTS SHALL BE IN ACCORDANCE WITH
AREMA MANUAL, VOL. 1, PAGES 4-1-13 THRU 4—-1-18
(36"—6 HOLE JOINT BAR, 115 RE RAIL SECTION).

CROSSOVER END AND CENTER FROGS SHALL BE FULLY HEAT
TREATED RAILBOUND MAGANESE STEEL EXPLOSION HARDENED
PER AREMA TRACKWORK SPECIFICATIONS, “SPECIAL
TRACKWORK MATERIAL.”

ALL SPECIAL FROG PLATES SHALL BE 3/4” THICK WITH NO RAIL CANT.

ELASTOMER PADS SHALL BE 3/4” THICK AND EXTEND BEYOND
THE FROG PLATES 1" ON ALL SIDES.

THE BONDED FROG AND BONDED CENTER FROG INSERTS SHALL BE

MILLED CARBON STEEL CASTINGS AS SPECIFIED IN AREMA STANDARD

PLAN NO. 750—81 AND 761-83, OF THE CONTRACT SPECIFICATIONS,

AND AS SHOWN ON THIS DRAWING.
"PROFESSIONAL CERTIFICATION: | HEREBY CERTIFY THAT
THESE DOCUMENTS WERE PREPARED OR APPROVED BY

ME, AND THAT | AM A DULY LICENSED ARCHITECT UNDER
THE LAWS OF THE DISTRICT OF COLUMBIA."
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