
DWG calls for P1 and P2 to have 10" 

pipe condenser water pumps. P3 and 

P4 to have 8" pipe. M‐601 Pump 

Schedule shows CHP‐1 and CHP‐2 Inlet 

5" and Outlet 4" on both pumps. 

Condenser water pumps. Show CWP‐1 

and CWP‐2 Inlet 6" Outlet 5". Is this 

Correct?

Correct; P‐1 thru P‐4 all have 8” pipe, with smaller 

inlet/outlets. Contractor will need to use eccentric 

reducers/increasers at pump inlet/outlets.

M‐6002, M‐0000‐25 Pump Schedule 

shows CWP‐3, CWP‐4 and CWP‐5 to 

replace only the strainers. Is this 

correct?

 Correct; Plan shows no replacement of pumps 

CWP‐3 thru 5, only CHP‐1 and 2. Note #1 on M‐

602 for the pump schedule is misleading, it should 

only indicate replacement of CHP‐1 and CHP‐2 

motors and controllers. Note #2 is therefore 

correct and CWP‐3 thru 5 should have their 

strainers replaced. 

Note 13 points to ACH‐1 Note talks 

about refrigerant gas purge. Is ACU new 

Unit?

ACU‐1 is incorrectly labeled on drawing CHPD3‐M‐

110. This should be labeled as AHU‐1, as indicated 

on M‐601, and is NEW. Note #13 on CHPD3‐M‐

110 is also incorrect; this note should detail the 

installation of new AHU‐1, as shown in note #13 

on CHPC5‐M‐110

CHPC1‐M‐100, Note 12 On the above 

referenced drawing, note 12 refers us 

to M‐600, pump schedule Note 4,

This appears to be the wrong note 

reference? Please clarify.

Incorrect note 4 reference from DWG CHPC1‐M‐

100 to DWG M‐600. Cross reference note should 

reference note 3 on DWG M‐600 which calls out 

details of strainers for Pumps P‐1 and P‐2.



Drawing CHPC1‐M‐110, general note 

2,   Per the reference above, there are 

no quantities or sizes given. Can 

WMATA provide quantities & sizes? If 

not this is impossible to bid.
 Size for pipe 1” quantities say 200 feet.


